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DISCLAIMER: THIS COMPLIANCE STATEMENT AND THE STANDARDS REFERENCED HEREIN IN NO WAY CREATE, EXPAND, MODIFY, OR ALTER 

ANY WARRANTY REGARDING THE GOODS OR ITEMS LISTED ABOVE. THE STATEMENT IS BASED ON THE TESTING LABORATORY’S GOOD FAITH 

UNDERSTANDING AND APPLICATION OF CRITERIA AND REQUIREMENTS OF APPLICABLE STANDARDS, BASED ON ESTABLISHED PRACTICES, 

PROTOCOLS, METHODS, PRECEDENTS AND INTERPRETATIONS. WHELEN ENGINEERING MAKES NO WARRANTY WHATSOEVER WITH RESPECT 

TO THE GOODS OR ITEMS BY ISSUING THIS STATEMENT, INCLUDING ANY (A) WARRANTY OF MERCHANTABILITY; (B) WARRANTYOF FITNESS FOR 

A PARTICULAR PURPOSE; (C) DESIGN DEFECT WARRANTY; (D) WARRANTY OF TITLE; OR (E) WARRANTY AGAINST INFRINGEMENT OF 

INTELLECTUAL PROPERTY RIGHTS OF A THIRD PARTY; WHETHER EXPRESS OR IMPLIED BY LAW, COURSE OF DEALING, COURSE OF 

PERFORMANCE, USAGE OF TRADE OR OTHERWISE. ALL APPLICABLE WARRANTIES, IF ANY, SHALL BE SET FORTH IN A SEPARATE CONTRACT 

OR AGREEMENT RELATED TO THE GOODS OR ITEMS. 

 

Report Summary 
This notice verifies that the item below has been tested by an AMECA accredited laboratory and found to meet 

the applicable requirements of the standard(s) listed. 

HOWLER 

LOW FREQUENCY TONE SIREN SYS. 

Meets applicable provisions of the following standard(s): 

CISPR 25 Section 6-2 (Conducted 150kHz to 108MHz, Power) - Class 3 

CISPR 25 Section 6-2 (Conducted 150kHZ to 108MHz, Ground) - Class 3 

CISPR 25 Section 6-4 (Radiated 150kHz to 2.5GHz, Vertical) - Class 5 

CISPR 25 Section 6-4 (Radiated 30MHz to 2.5GHz, Horizontal) - Class 5 
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